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have produced the same effect.    Therefore Kilkenny   Chap. IV.
coal is composed almost entirely of charcoal.
.    Cannel coal, when incinerated, left a residuum of
3'12 in the 100 parts of earthy ashes.    66'5 grains of
it were required to decompose 480 grains of nitre; but
50 parts of charcoal would have been sufficient: there-,
fore 66 '5 grains of cannel coal contain 50 grains of char-
coal and 2'08 of earth ; the remaining 14*42 grains
must be bitumen.    In this manner may the composition
of any other coal be ascertained.

As for sulphur, in order to ascertain any accidental
impurities with which it may be contaminated, it ought
to be boiled in thirty times its weight of water, after-
wards in diluted muriatic acid, and lastly treated with
nitro-muriatic acid. These substances will deprive it
of all its impurities without acting on the sulphur itself,
at least if the proper cautions be attended to. The
sulphur may then be dried and weighed. The defi-
ciency in weight will mark the quantity of the sub-
stances which contaminate the sulphur. The solutions
may be evaporated and examined, according to the
rules laid down in the First and Third Sections of this
Chapter.

SECT. III.

ANALYSIS  OF  ORES.

A HE diversity of metallic ores is so great, that no ge- ^0 gCSlc
neral method of analysis can be given. Let us there- method-
fore follow the different orders^ one by one, and point